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 WTL TRIPLEX 

Sheet width: max 1500 mm min 600 mm
length: max 1520 mm   min 490 mm
bale height: max 1400 mm   min 800 mm
type of 
packaging: with the busbar

Reel width: max 2500 mm min 480 mm
diameter    mm 0051 xam min 1070 mm
type of packaging: paper, reel on the pallet with 

a busbar
core: 76 mm, 100 mm, 150 mm

Moisture, % 6-9

Bulk, cm²/g 1,19

Brightness Top +UV, %, min. 80

Water Absorption back side COBB60, gsm. 20-100

Roughness PPS, Top, µm, max. 2,9

Gloss 600 Top, %, min. 14

Testing climate

relative humidity,% 50±2

temperature, °C 23±1

gsm Thikness Burst strength Burst
index

SCT
Short Span Crush Test 

SCT, CD
SCT Index

gsm mm kPa kPа·m²/g kN/m Nm/g

200 0,24 380 1,90 2,80 14,0

235 0,28 445 1,80 3,00 12,8

250 0,30 450 1,80 3,40 13,6

Tolerance

+5/-10 ±5% -20% — - 10% —

A triple-coated 
white top liner 
is used for 
high quality 
multicolor 
corrugating 
packaging. 

DIVOLINER® LIN

DEINKED PIW

SORTED PIW

TRIPLE PIGMENT COATING
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