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Sheet width: max 1500 mm min 600 mm
length: max 1520 mm   min 490 mm
bale height: max 1400 mm   min 800 mm
type of 
packaging: with the busbar

Reel under 500 mm width: max 1050 mm min 350 mm
diameter: max 1000 mm   min 850 mm
type of packaging: paper, reel on the pallet with a busbar
core: 76 mm, 100 mm, 150mm

Reel width: max 2500 mm min 480 mm
diameter    mm 0051 xam min 1070 mm
type of packaging: paper, reel on the pallet with 

a busbar
core: 76 mm, 100 mm, 150 mm

DEINKED PIW

WHITE SORTED PIW

BLEACHED VIRGIN FIBER

BLEACHED VIRGIN FIBER

PCW SORTED

DOUBLE PIGMENT COATING
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 gsm Thikness Bulk

Bending
resistance

(15о)

Stiffness
Taber
(15о)

CD CD MD

gsm mm cm³/g mN mNm

200 0,27 1,33 25,0 1,60 5,10
235 0,31 1,32 45,0 2,80 9,00
250 0,33 1,32 60,0 4,00 10,0
280 0,36 1,29 80,0 5,00 15,0
300 0,39 1,30 100 6,00 19,0
320 0,42 1,31 110 6,50 20,0
340 0,45 1,32 150 8,50 25,0
380 0,50 1,32 200 11,0 35,0
400 0,54 1,35 230 14,0 38,0
440 0,60 1,36 300 20,0 45,0
510 0,70 1,37 450 32,0 81,5

Tolerance

±3,5% ±5% ±15% ±15%

Moisture, %, for the board 200-320 gsm
340-510 gsm

5,5-8,5
6,0-9,0

Brightness Top +UV, %, min.
Brightness back side +UV, %, min.

84
70

Water Absorption back side COBB60, gsm, max. 150

Scott-Bond, J/sm, min. 130

Smoothness Top, Bekk, min. 90

Gloss 600 Top, %, min. 8

Dry pick IGT test, m/s, min., for the board gsm 200-320 gsm
340-510 gsm

2,0
1,6

Testing climate
relative humidity,% 50±2

temperature, °C 23±1

Double coated cardboard 
with white back side.
Application:
Confectionery, pharmaceutical, 
cosmetics, tobacco 
and industrial packaging, fast food 
«Take away» packaging, stationery 
and children products packaging
(toys, books, blocks, etc.).  
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